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OWNER’S MANUAL

NOTICE: 



We manufacture, test and certify 100% of our wine cooling units in  
the USA. By sourcing the best components and closely controlling our 

manufacturing processes, we can assure the highest-quality,  
lowest defect manufacturing rates in the industry. 

Conforms to ANSI/UL Std 427

Certi�ed to CAN/CSA Std C22.2 No. 120
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INTRODUCTION
Customer Service

Using the Manual

What is the CellarCool Cooling System? 

How Does the Cooling System Work? 

Temperature Setting 



BEFORE YOU START 1-800-343-9463
Inspect all components prior to installation.

requires a dedicated 1 V, 15-amp circuit requires a dedicated V, -amp
circuit. 

REQUIRED  install a drain line

The warranty is not active until a warranty checklist has been received, reviewed, and approved.

for use in properly designed and constructed wine cellars.
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Wall & Ceiling Framing 

Insulation 

Vapor Barrier 



Unobstructed Airflow

Door and Door Seal
ade (1¾

Ventilation

Ambient Temperature Factor



If any items listed on the packing slip do not match your order information,
contact  Customer Service immediately. 

Check all shipped boxes for the following contents: 

Evaporator Unit Box Condensing Unit Box

C  evaporator unit (1)  condensing unit

(2) ½”
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PROPRIETARY AND CONFIDENTIAL
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Top View of Evaporator Unit

Front View of Evaporator Unit View of Evaporator Unit



Setting up the Bottle Probe:
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Thermostat

Evaporator Unit

 Condensing Unit



Minimum Tools Needed:

Fully exposed mounting option

Flush mount option

Choose a mounting 
option suitable 

for the installation 
location.

Partially recessed mounting option
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*Tools required: spray adhesive, utility knife, foil tape
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 Ceiling Mount



55F



e �



D
ISPLA



n �

INST THE E APOR

Vibration isolator

Drip tray

Hanger strap

31”

51”

17.5”

Ceiling joist
Plywood

Vibration isolator
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CONFIDENTIALITY NOTICE
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Suction Line
½”

½” ½”

Liquid Line ¼”

¼”
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Model
(Fan 
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(Air-Cooled Condensing Unit)



Model (Fan Coil Unit)
 

(Air-Cooled Condensing Unit)





FILTER



LINE SET, DRAIN TUBE, and ELECTRICAL CONNECTIONS

ADDITIONAL ACCESS HOLES



2 SPEED SWITCH
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Possible cause Solution

Possible cause Solution

Possible cause Solution

Possible cause Solution



Possible cause Solution
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TECHNICAL ASSISTANCE
aci�

�

ACCESSORIES
o�

Condensate Pump Kit 

2¼”
1¼”

Accessories can be purchased at www.cellarcool.com

Contact CellarCool Customer Service 

Email:
Tech Support & Customer Service:
Sales & Sizing Assistance:
Fax:



Split System Series Product Warranty Information
CellarCool Product Terms and Conditions 

Including Product Limited Warranty And Product Installation Requirements
For CellarCool Split System Series

1. Purchase of a CellarCool Cooling System assumes that the Purchaser (“End User”) fully accepts and agrees
to the Terms and Conditions set forth in this document. The Terms and Conditions of Sale and Owner’s Manual
are shipped with each unit and, if another copy is needed, replacement copies can be downloaded from the
company website (cellarcool.com) or by contacting CellarCool directly for a new copy. CellarCool reserves the
right, in its sole discretion, to change its Terms and Conditions at any time, for any reason, without notice.

2. CellarCool Product Installation and Limited Warranty

1. LABOR

2. PARTS

3. FREIGHT



ould a�



3. Maintenance Requirements

a�

4. Additional End User Costs And Responsibilities



5. Sales and Use Tax

6. Customer Service and Troubleshooting

7. Request for Product Evaluation and Repair Under Warranty

8. Miscellaneous Terms and Conditions

e and e�



Model ______________________________________  Serial Number __________________________

Installed by __________________________________________ Date __________________________

9. Questions, Additional Information And Technical Assistance

e e�




