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Company Name:                                                         Date of Startup:

Company / Technician Phone: Company / Technician Email:

 INSTALLER INFORMATION
Technician Name:                                                         

R-134a SPLIT SYSTEM WARRANTY CHECKLIST
FOR WARRANTY ACTIVATION

Evaporator Unit Serial Number:

Total line set length: Is there a verticle rise? If YES, what is the length, & is YES/NO
the condenser located above or below the evaporator?

Liquid line installed tubing diameter OD:  Suction line installed tubing diameter OD:

Evaporator Model:

Condensing Unit Model Number: Condensing Unit Serial Number (Grey Sticker):

SYSTEM INFORMATION

MAIL TO:

Digitial Warranty 
Checklist QR Code

CellarCool
ATTN: Warranty Registration
1738 E. Alpine Avenue
Stockton, CA 95205, USA 

FAX TO:
209.466.4606

SCAN AND EMAIL TO:
warranty@cellarcool.com

OPTIONS FOR SUBMITTING YOUR CHECKLIST

 Temp difference between return air and supply air:

1
a.  Head Pressure PSI at the liquid King Valve:

2
a. Temp of liquid line at the liquid line King Valve: b. Sub-cooling calculation:

3
a. Suction pressure PSI at the suction service valve: b. Suction pressure converted to temp:

4
a. Temp of suction line at the service valve: b. Superheat calculation:

START-UP INFORMATION

5 a.

System & Cellar Photos (If Available):6 a. Refrigerant Charge Weight: 

b. Head Pressure Converted to temp:

 Amp draw at the time of data recording:b.

b.

IMPORTANT NOTES: 
THIS DOCUMENT MUST BE COMPLETED AND RETURNED TO ACTIVATE WARRANTY.

Warranty is valid only if CellarCool procedures are followed by a certified HVAC/R technician using
proper tools (134a refrigerant, brazing equipment, dry nitrogen, digital gauges, scale, vacuum pump, 

and thermometers). 

Blue camera sections(    ) can be filled out on the form or submitted as photos. Email them with the 
form to warranty@cellarcool.com or attach if sending via postal mail. Sections 1-4 in start-up 

information can be captured as a single photo.    
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 Cálculo de subenfriamiento (subcool) :

Presión de alta (PSI) en la válvula king de líquido:

Nombre de la compañía: Fecha de inicio del sistema:

Teléfono de la compañía / técnico: Correo electrónico de la compañía / técnico:

 INFORMACIÓN DEL INSTALADOR
Nombre del técnico:

LISTA DE VERIFICACIÓN DE GARANTÍA 
DEL SISTEMA DIVIDIDO R-134a

PARA LA ACTIVACIÓN DE LA GARANTÍA

Número de serie de la unidad del evaporador:

Longitud total del conjunto de líneas: ¿Existe una elevación vertical? Si SÍ, longitud y si está SI/NO
 arriba o abajo del evaporador?

Diámetro de la línea líquida: Diámetro del tubo de la línea de succión instalado:

Modelo del evaporador:

Modelo de la unidad condensadora: Número de serie de la unidad condensadora (Etiqueta gris):

INFORMACIÓN DEL SISTEMA

ENVÍO POR CORREO:

Código QR de la lista 
de garantía digital

 

CellarCool
ATTN: Warranty Registration
1738 E. Alpine Avenue
Stockton, CA 95205, USA 

FAX:
209.466.4606

ESCANEE Y ENVÍE A:
warranty@cellarcool.com

OPCIONES PARA ENVIAR SU LISTA DE VERIFICACIÓN

 Diferencia de temp. retorno/suministrp:

1
a.

2
a.Temp. medida de la línea de líquido (válvula king): b.

3
a. PSI de succión (válvula de servicio): b. Presión de succión convertida a temperatura:

4
a. Temp. de línea de succión: b. Cálculo de recalentamiento (superheat):

INFORMACIÓN DE INICIO

5 a.

Fotos del sistema/bodega (Si está disponible):6 a. Peso de la carga de refrigerante:

b.Presión de alta convertida a temperatura:

 Amperaje al momento del registro de datos:b.

b.

DATOS IMPORTANTES:
ES NECESARIO COMPLETAR Y ENVIAR ESTE DOCUMENTO PARA ACTIVAR LA GARANTÍA.

La garantía solo será válida si un técnico certificado en HVAC/R sigue los procedimientos de 
CellarCool y utiliza las herramientas adecuadas (refrigerante 134a, equipo de soldadura fuerte, 

nitrógeno seco, manómetros digitales, báscula, bomba de vacío y termómetros).

Las secciones marcadas con cámara azul (    ) pueden completarse en el formulario o enviarse como 
fotos. Envíelas junto con el formulario a warranty@cellarcool.com o adjúntelas si se envía por 

correo postal. Las secciones 1–4 de la información de inicio pueden capturarse en una sola foto.


